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High-rate sand filters
Hayward Pro Series sand filters offer the very latest in  
pool filter technology with smooth, efficient flow and  

totally balanced backwashing.

Pro Series sand filters feature unitized construction of 
corrosion-proof, polymeric material and self-cleaning  

360° slotted laterals. A versatile seven-position control  
valve offers both easy operation and maximum efficiency.

For crystal clear, sparkling water with minimum care,  
Pro Series filters set a new standard for performance,  

value and dependability.



Patented Service-Ease Design
with unique folding 
ball joint design allows 
lateral assembly to  
be easily accessed  
for simple servicing.

Hayward is a registered trademark and Pro and Vari-Flo are trademarks of H-Tech, Inc. 
© 2008 Hayward Industries, Inc.

Vari-Flo 7-Position Control Valve
with easy-to-use lever-action handle  lets 
you “dial” any of seven valve/filter functions.

www.haywardnet.com 
1-888-HAYWARD

LITPROTM07

SPECIFICATIONS – PRO SERIES HIGH-RATE SAND FILTERS

FILTER TYPE   High-Rate Sand: No. 1/2 Silica Sand (.45 mm – .55 mm)

FILTER TANK   Molded Polymeric

UNDERDRAIN
  360° Self-Cleaning Slotted Laterals, Precision-Installed in Ball  
  Joint Assembly

CONTROL VALVE   11/2" or 2" 7-Position, Top-Mount Vari-Flo™  with Lever-Action Handle

VALVE FASTENING   Flange Clamp Design

SUPPORT BASE   Injection-Molded ABS

PERFORMANCE RANGE   1/2 to 3 HP (30 to 120 GPM) .37 to 2.2 KW (114 to 454 LPM)

DIMENSIONS

  S180T – 18 1/2" W x 35" H (470 mm x 889 mm)
  S210T – 20 1/2" W x 38" H (521 mm x 965 mm)
  S220T – 22 1/2" W x 41" H (572 mm x 1041 mm)
  S244T – 24 1/2" W x 42" H (622 mm x 1067 mm)

  S270T – 27”W x 43”H (675mm x 1075mm)

  S270T2 – 27”W x 43”H (675mm x 1075mm)
  S310T2 – 30 1/2" W x 48" H (775 mm x 1219 mm)
  S360T2 – 35 1/4" W x 53" H (895 mm x 1346 mm)

PERFORMANCE DATA

MODEL 
NUMBER

EFFECTIVE  
FILTRATION 

AREA

DESIGN  
FLOW RATE*

TURNOVER
SAND  

REQUIREDGALLONS KILOLITERS

ft.² m² GPM LPM 8 hrs. 10 hrs. 8 hrs. 10 hrs. lbs. kg

S180T
S210T
S220T
S244T
S270T

S270T2
S310T2
S360T2

1.75
2.20   
2.64
3.14
3.70
3.70
4.91    
7.06

0.163
0.205
0.246
0.292
0.345
0.345
0.457
0.660

35
44
52
62
74
74
98

141

132
167
197
235
285
285
371
535

16,800
21,120
24,960
29,760
35,520
35,520
47,040
67,680

21,000
26,400
31,200
37,200
44,400
44,400
58,800
84,600

63.59
79.94
94.47

112.64
134.49
134.49
178.05
256.20

79.48
99.92

118.09
140.80
168.07
168.07
222.56
320.25

150
200
250
300
350
350
500
700

68
91

114
136
159
159
227
318

Flange Clamp Design allows 360° rotation of valve to simplify plumbing.

Integral Top Diffuser ensures even distribution of water over the  
top of the sand media bed. Full-size internal piping gives smooth,  
free-flowing performance.

Unitized, Corrosion-Proof Filter Tank molded of tough, durable, 
colorfast polymeric material for dependable, all-weather performance  
with only minimal care.

Efficient, Multilateral Underdrain Assembly with precision-
engineered, self-cleaning 360° slotted laterals give totally balanced  
flow and backwashing.

Integral Molded Drain Plug for easy draining of tank, without the  
loss of sand.

Totally Corrosion-Proof Base is rugged and attractively styled to 
provide strong, stable support.

*Based upon 20 GPM per ft.² (814 LPM per m²). Maximum allowable NSF rating.
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High performance,
quiet operation.
The Hayward® Super Pump series of large-

capacity, high-technology pumps blends 
cost-efficient design with durable corrosion-

proof construction.

Designed for in-ground pools and spas of 
all types and sizes, Super Pump features a 
large see-through strainer cover, super-size 
debris basket and exclusive service-ease 

design for extra convenience.

Like all Hayward products, Super Pump 
combines advanced technologies with 

high performance for quiet, efficient and 
dependable operation.



Hayward and Super Pump are registered trademarks of Hayward Industries, Inc.  
© 2008 Hayward Industries, Inc.

OVERALL DIMENSIONS MODEL Motor Power Pipe Size Dimension “A”

Total 
HP

HP KW
Service 
Factor

inches inches mm

"A"
9-3/4"

(248 mm)

9-7/8"
(251 mm)

7-5/8"
(194 mm)

7-5/8"
(194 mm)

8-5/8"
(219 mm)

7-3/4"
(197 mm)

10-7/8"
(276 mm)

Standard Efficiency Max-Rated Single Speed

SP2600X5 0.60 1/2 0.37 1.20 1 1/2 13 1/4 337

SP2605X7 0.75 3/4 0.56 1.00 1 1/2 13 7/8 352

SP2607X10 1.10 1 0.75 1.10 1 1/2 14 1/4 362

SP2610X15 1.50 1 1/2 1.12 1.00 1 1/2 15 3/8 391

SP2615X20 2.00 2 1.50 1.00 2 15 7/8 403

SP2621X25 2.50 2 1/2 1.88 1.00 2 16 3/8 416

Standard Efficiency Max-Rated Dual Speed

SP2607X102S 1.00 1 .75 1.00 2 13 330

SP2610X152S 1.50 1 1/2 1.12 1.00 2 13 3/4 349

SP2615X202S 2.00 2 1.50 1.00 2 141/4 362
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Super-Size 110-Cubic-Inch  
Basket has extra leaf-holding 
capacity and extends time between 
cleanings. Rigid construction with load-
extender ribbing ensures free-flowing 
operation for heavy debris loads.

Super Pump Series Pumps are listed by:

®

Exclusive, Swing-  
Away Hand Knobs  
make strainer cover removal  
easy. No tools required...  
no loose parts... no clamps.

See-Through  
Strainer Cover  
lets you see when basket 
needs cleaning and eliminates 
guesswork. Special self-adjusting 
seal ensures dependable sealing.

All Components  
Molded of Corrosion- 
Proof Thermoplastic  
for extra durability  
and long life.

Heavy-Duty, High-  
Performance Motor  
with air-flow ventilation for  
quieter, cooler operation. 

Heat-Resistant, Industrial -  
Size Ceramic Seal  
is long-wearing and   
drip proof. For fresh or  
saltwater use.

Mounting Base provides  
stable, stress-free support, plus 
versatility for any installation 
requirement. Adapts 48-  
and 56-frame motors. 

Super-Size Housing  
and diffuser ensure  
rapid priming.

Service-Ease Design  
gives simple access to all 
internal parts. Motor and entire 
drive group assembly can be 
removed, without disturbing  
pipe or mounting connections, 
by disengaging just four bolts.

Corrosion-Proof  
Impeller  
has smooth, wide openings 
to prevent fouling or clogging. 
Energy-efficient design  
produces more flow at  
equivalent horsepower.

www.haywardnet.com 
1-888-HAYWARD
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The efficient, easy way to sanitize your pool or spa

Rainbow™ Model 300/320 
Automatic Chlorine/Bromine Feeders
By Pentair Water Pool and Spa®

The Rainbow™ Models 300 and 320 automatic chlorine/bromine 
feeders not only save time, but also reduce manual handling of chemicals. 
They use large or small Trichlor or Bromine slow-dissolving tablets to 
make sanitizing your new or existing pool or spa easy and automatic. 
Both install easily on the pressure side of the pump, downstream of the 
filter and heater.

The freestanding Model 300 and the in-line Model 320 both feature an 
external fine control valve that lets you adjust the feed rate to meet 
specific pool or spa requirements. The 300 is ideal for retrofitting existing 
pools for automatic sanitization. The 320 is designed for permanent 
installation in the return line of new or existing systems, and dispenses 
sanitizer directly into your pool or spa, downstream of all equipment.

• Completely enclosed systems—no escaping fumes.

• Simple, trouble-free designs—no special venting required.

• Top-loading makes it easy to add chemicals. Also available in clear 
amber for easy tablet viewing.

Feeder extensions increase tablet or stick 
capacity so you can vacation without 
worrying about running out of chlorine.



Whether you choose the free-standing Model 300 or the 
in-line Model 320, Rainbow™ automatic chlorine/bromine 
feeders will take the work and worry out of keeping your 
pool sparkling clean and ready to use.

Save time, reduce manual handling of chemicals

Chamber Capacity–1" Tablet	 Bottom Feed	 Top Feed
Quantity.........................................................................98................................................98
Weight....................................................................3.5 lbs.......................................3.5 lbs.

Chamber Capacity–3" Tablet
Quantity.........................................................................11................................................11
Weight....................................................................4.8 lbs.......................................4.8 lbs.

Maximum Erosion in 24 Hours .0.67 lbs...................................1.75 lbs.

Treats Pool/Spa Size in Gallons per 24 Hours*

@ 10 ppm..............................................................6,700...................................... 17,500
@ 5 ppm..............................................................13,400...................................... 35,000
@ 2½ ppm.........................................................26,800...................................... 70,000

Dimensions......................17¾" H x 5" W x 10" D  ........17¾" H x 5" W x 10" D

Service Clearance for Lid Removal ..... 19"...............................................19"

*using 1" Trichlor tabs

Model 320

©2009 Pentair Water Pool and Spa, Inc.  All rights reserved.10/09 Part #R5-1015

pumps / filters / heaters / heat pumps / automation / lighting / cleaners / sanitizers / water features / maintenance products

Pentair Pool Products®	 Sta-Rite®

800.831.7133	 800.831.7133  
www.pentairpool.com	 www.staritepool.com

Available from:

Chamber Capacity	 Quantity	 Weight
1" Tablet...................................................98................................................3.5 lbs.
3" Tablet...................................................11................................................4.8 lbs.

Maximum Erosion in 24 Hours ........................................ 1.19 lbs.

Treats Pool/Spa Size in Gallons per 24 Hours*

@ 10 ppm...................................................................................................11,900
@ 5 ppm......................................................................................................23,800
@ 2½ ppm.................................................................................................47,600

21" H ............................................... 7" W ..................................................12" D

Service Clearance for Lid Removal ...................................22¼"

*using 1" Trichlor tabs

Model 300

Flow indicator allows a quick visual 
read of water flow

Check valve protects pump and 
heater against damage from back-up 
of highly chlorinated water

Rainbow™ Model 300/320 
Automatic Chlorine/Bromine Feeders
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